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CG-4602CQ0551

Registration Number
Registriernummer

products for building and system technology
Produkte der Gebé&ude- und Anlagentechnik

Flexomat GmbH Nossen
Gewerbegebiet Heynitz-Lehden, Lindigtstrale 2, D-01683 Nossen

Flexomat GmbH Nossen
Gewerbegebiet Heynitz-Lehden, Lindigtstrale 2, D-01683 Nossen

Gas installation components : Stainless steel conducting (4602)

Stainless-steel hose with braiding

FN-1...

Supplement test: B 23/02/4031-2 from 20.03.2023 (DBI)
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A-2/2 CG-4602CQ0551
Gas Category Remarks
Gasart Bemerkungen

Fuel gases of the 1., 2. & 3.
gas family

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
FN-1 15 Nominal pressure rating: PN 75
Nominal diameter: DN 15
FN-1 20 Nominal pressure rating: PN 60
Nominal diameter: DN 20
FN-1 25 Nominal pressure rating: PN 40
Nominal diameter: DN 25
FN-1 32 Nominal pressure rating: PN 40
Nominal diameter: DN 32
FN-1 40 Nominal pressure rating: PN 30
Nominal diameter: DN 40
FN-1 50 Nominal pressure rating: PN 16

Nominal diameter: DN 50

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Connections: Male thread R 1/2" (DN 15), R 3/4" (DN 20), R 1" (DN 25), R 1 1/4" (DN 32), R 1 1/2" (DN 40), R 2" (DN 50)
acc. to DIN EN 10226-1 / flanges acc. to DIN EN 1092-1.

Type: 1-10 corrugated

Operating temperature TS: +20 °C, for use at higher temperatures, the factors per DIN EN ISO 10380 shall be used

Hose material:

XBCrNiTi18-10 (1.4541, corrosion class A)
X2CrNiMo17-12-2 (1.4401, corrosion class B)




