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DIN-DVGW-Baumusterpriifzertifikat NG-4602CL0396

Registration Number
Registriernummer

Field of Application products of gas supply

Anwendungsbereich Produkte der Gasversorgung

Distributor Flexomat GmbH

Vertreiber Lindigtstrafle 2, D-01683 Nossen

Product Category gas installation components : Stainless steel conducting (4602)

Produktart

Product Description Stainless steel conducting

Produktbezeichnung

Model Fhe.. BE:.

Modell

Test Reports laboratory control test: B 20/03/3200 from 03.03.2020 (DBI)

Priifberichte type testing: B 10/11/1282 from 21.02.2011 (DBI)

Test Basis DIN 3384 (01.08.2007)

Priifgrundlagen

Date of Expiry / File No. 21.02.2026 / 21-0159-GNV
Ablaufdatum / Aktenzeichen

3? 22 { / DVGW CERT GmbH
16.04.2021 Rie B-1/2 Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certifi c n Body Josef-Wirmer-Str. 1-3
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B-2/2 NG-4602CL0396

Gas Category Remarks
Gasart Bemerkungen
fuel gases according to G260

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
FK 6 nominal diameter: DN 6
FK 8 nominal diameter: DN 8
FK 10 nominal diameter: DN 10
FK 12 nominal diameter: DN 12
FK 16 nominal diameter: DN 16
FK 20 nominal diameter: DN 20
FK 25 nominal diameter: DN 25
FK 32 nominal diameter: DN 32
FK 40 nominal diameter: DN 40
FK 50 nominal diameter: DN 50
FK 65 nominal diameter: DN 65
FK 80 nominal diameter: DN 80
FK 100 nominal diameter: DN 100
FE 125 nominal diameter: DN 125
FE 150 nominal diameter: DN 150
Type Variation Explanations
Ausfiihrungsvariante Erlduterungen

FK-1; FE-1 with simple braiding

FK-0 with shrinking hose

FE-2 with double braiding

certified Components
zertifizierte Bauteile / Werkstoffe

Registr. No. Component Model/Type Manufacturer
Registrier-Nr. Bauteil (Produktart) Modell/Typ Hersteller
DG-4550BL0118 compression joint for metallic gas pipes Mapress Edelstahl Geberit International AG
Gas/Mapress Edelstahl G
"Super Size"
NG-5123BP0290 Flat sealing materials on synthetic fiber novapress® Frenzelit GmbH
basis UNIVERSAL/novapress®
UNIVERSAL
DG-4502CN0251 separable unthreaded pipe connection Reihe L und Reihe S/Reihe CONEXA GmbH
for metal pipes L; Reihe S Prazisions-Armaturen

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

connection: according to DIN 3384 (2007-08), table 2, connections no. 1 up to 13, 15 up to 20

maximum operating pressure depending on the connection and the nominal diameter according to DIN 3384 (2007-08),
table 2: MOP 1, MOP 5 or MOP 16

maximum operating pressure/soldered connections: MOP 5

maximum operating pressure/welded connections: MOP 16




