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products of gas supply
Produkte der Gasversorgung

Flexomat GmbH
Lindigtstralie 2, D-01683 Nossen

Flexomat GmbH
LindigtstralRe 2, D-01683 Nossen

CERT

NG-4504DL0017

Registration Number
Registriernummer

pipe equipment and fittings: Steel bellows compensator (4504)

Universal compensator made of steel

UN/UF/UT/UM/UMP/UH...

type testing: B 20/01/3158 from 07.01.2020 (DBI)

DIN 30681 (01.12.2013)

07.01.2025 / 19-0533-GNE

17.07.2020 Rie A-1/2 7 -/ ] 7//

Date, Issued by, Sheet, Head of Cemﬁcatuon Bod
Datum, Bearbeiter, Blatt, Leiter derZemfz:erungs tell

DVGW CERT GmbH is an accredited body by DAKKS according to DIN EN
ISO/IEC 17065:2013 for certification of products for energy and water supply

industry.

(( DAKKS

Deutsche
Akkreditierungsstelle
D-ZE-16028-01-05

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013
akkreditierte Stelle fiir die Zertifizierung von Produkten der Energie- und

Wasserversorgung.
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DVGW CERT GmbH
Zertifizierungsstelle

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49 228 9188 - 888
Fax +49 228 9188 -993

www.dvgw-cert.com
info@dvgw-cert.com




A-2/2 NG-4504DL0017
Gas Category Remarks

Gasart Bemerkungen

fuel gases according to G260

Type Technical Data

Typ Technische Daten Bemerkungen
UN/UF/UT/UM/UMP/UH... nominal diameter: DN 15

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 20

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 25

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 32

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 40

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 50

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 65

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 80

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 100

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 125

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 150

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 200

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 250

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 300

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 350

UN/UF/UT/UM/UMP/UH... nominal diameter: DN 400

Type Variation Explanations

Ausfiihrungsvariante Erlduterungen

UN.. universal compensator without guide pipe

UF... universal compensator with guide pipe

UT... universal compensator with telescope pipe

UM... universal compensator with double bellows (intermediate tube)

UMP. universal compensator with double bellows and with two non-overlapping guide pipes
UH... universal compensator without guide pipe

UN/UF/UT/UM/UMP/UH... temperature range: -30...+300 °C for compensators made of stainless steel/C steel and

(J.N/UF/UT/UM/UMP/UH...M 6/ maximum operation pressure: MOP 16 bar

-30...+450 °C for compensators made complete of stainless steel
UN/UF/UT/UM/UMP/UH.../1/... maximum operation pressure: MOP 1 bar
UN/UF/UT/UM/UMP/UH.../6/... maximum operation pressure: MOP 6 bar
UN/UF/UT/UM/UMP/UH.../10/ maximum operation pressure: MOP 10 bar

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

connections: on both sides welding ends according to DIN EN 12627, flare with loose flange according to DIN 2642,

welding neck flange according to DIN 2631 and flange according to DIN EN 1092-1




