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DIN-DVGW type examination certificate
DIN-DVGW-Baumusterpriifzertifikat NG-4504CU0097

Registration Number

Registriernummer

Field of Application products of gas supply

Anwendungsbereich Produkte der Gasversorgung

Owner of Certificate Flexomat GmbH Nossen

Zertifikatinhaber Gewerbegebiet Heynitz-Lehden, Lindigtstrale 2, D-01683 Nossen
Distributor Flexomat GmbH Nossen

Vertreiber Gewerbegebiet Heynitz-Lehden, Lindigtstralte 2, D-01683 Nossen
Product Category Pipe equipment and fittings: Steel bellows compensator (4504)
Produktart

Product description universal compensator made of stainless steel for gas installations
Produktbezeichnung

Model UNH...M/M; UNH...N/N

Modell

Test reports Type testing: B 19/03/2962 from 21.03.2019 (DBI)

Priifberichte Laboratory control test: K 23/08/2962 from 14.08.2023 (DBI)

Test basis DIN 30681 (01.12.2013)

Priifgrundlagen

, Date of Expiry / File No. 21.03.2029 / 23-0673-GNV
i Ablaufdatum / Aktenzeichen
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A-2/2 NG-4504CU0097
Gas Category Remarks

Gasart Bemerkungen

Fuel gases according to G

260: 03.2013

Type Technical Data Remarks

Typ Technische Daten Bemerkungen

UNH...M/M; UNH...N/N
UNH...M/M; UNH...N/N
UNH...M/M; UNH...N/N
UNH...M/M; UNH...N/N

Nominal diameter: DN 15
Max. operating pressure: 5 bar
Nominal diameter: DN 25
Max. operating pressure: 5 bar
Nominal diameter: DN 40
Max. operating pressure: 5 bar
Nominal diameter: DN 50
Max. operating pressure: 5 bar

Type Variation Explanations

Ausfiihrungsvariante Erlduterungen

UNH...M/M connections: on both sides flat-sealing screw connection with union nut and screw-in piece
with female thread Rp according to DIN EN 10226-1

UNH...N/N connections: on both sides flat-sealing screw connection with union nut and screw-in piece

with male thread R according to DIN EN 10226-1

certified Components

zertifizierte Bauteile / Werkstoffe

Registr. No. Component Model/Type Manufacturer
Registrier-Nr. Bauteil (Produktart) Modell/Typ Hersteller

NG-5123AT0251 Flat sealing materials on synthetic fiber KLINGERSIL® C-4400; Rich. Klinger Dichtungstechnik

basis

KLINGERSIL® GmbH & Co KG
C-4400L/KLINGERSIL®

C-4400; KLINGERSIL®

C-4400L

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

temperature range: -10...+150 °C




